
Regulators 
Pressure Reducing

44-5800 Series

The 44-5800 offers superior heat transfer 
technology (see heat transfer performance 
curves on page 3). With a high tolerance 
to voltage spikes and high ambient 
temperatures, this regulator is designed for 
worldwide applications.

Main Applications
•	 Liquid	Petroleum	Analyzer
•	 Petrochemical	/	Refinery	Analyzer
•	 Sampling	Systems

Advanced Features
• For worldwide use: designed for 

90-125 VAc/190-230 VAc,	50/60	Hz

•	 4-20	mA	analog	output	capability	for	
remote temperature monitoring and data 
acquisition

•	 Optional	LCD	temperature	display

•	 Durable	-	tolerant	of	power	voltage	spikes

•	 Optional	heating	capacity	up	to	400	watts	
for faster response to flow variations

•	 Optional	panel	mounting

•	 Advanced	heat	transfer	technology

•	 CSA,	ATEX,	and	IECEX	Certification	to	T4	
Rating

•	 NAce mR0175/Iso 15156

Specifications
For other materials or modifications, please consult Tescom.
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oPeRATINg PARAmeTeRs
Pressure rating per criteria of ANsI/Asme B31.3

Maximum inlet pressure
 6000 psig  [414 bar]
Maximum outlet pressure
 0-25, 0-50, 0-100, 0-250, 0-500 psig 

[0-1.7, 0-3.4, 0-6.9, 0-17.2, 0-34.4 bar] 
Design proof pressure
 150% maximum rated
Operating steam pressure
 650 psig [45 bar]
Inlet proof pressure
 9000 psig [620 bar]
Leakage
 Bubble-tight 

diaphragm 2x10-8 atm cc/sec He
Temperatures
 max. media Temperature: 500 °F [260°c] 

max. Ambient Temperature: 149°F [65°c] 
min. Ambient Temperature: -4°F [-20°c] 
Heater Temperature control: 270° Turn 
   122°F to 572°F [50°c to 300°c] 
Heater Temperature Analog output: 176°F to 518°F 
   [80°c to 270°c]

Power Requirements
 90-125 VAc/190-230 VAc 

50/60	Hz
Flow capacity
 cv  = .02

MEDIA	COnTACT	MATERIALS
Body
 316 stainless steel, monel, or Hastelloy®

Seat
 Vespel sP1®

Diaphragm & spring
 elgiloy®, Hastelloy®  
Remaining parts
 316 stainless steel, monel, or Hastelloy®

oTHeR
Connections

NPT
Cleaning

cgA 4.1 and AsTm g93
Weight
 electric: 6.25 lbs [2.83 kg] 

steam: 3.1 lbs [1.4 kg]
Hastelloy® is a registered trademark of Haynes International, Inc. 

Vespel sP1® is a registered trademark of DuPont.     

elgiloy® is a registered trademark of elgiloy corp.

Electric
(shown with optional 
LcD display)

Steam



CAPTURED BONNET PORT

CAPTURED BONNET PORT

CAPTURED BONNET PORT

44-5800 Series Regulator

All dimensions are reference & nominal 
metric (millimeter) equivalents are in brackets
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ELECTRIC MODEL

ELECTRIC MODEL
-001 LCD DISPLAy

STEAM MODEL

Note: Steam in at 90° 
to process connections 
(same plane).



44-5800 Series Regulator
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44-5800 Vaporizing Competitive Comparison
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•TESCOM 44-5800
•COMPETITOR A
•COMPETITOR B
•COMPETITOR C

124°F
[51.1°C]

180°F
[82.2°C]

206°F
[96.6°C]

Heated for 1/2 hour, then flowed for 1 hour at 1 SCFM nitrogen.
All units 100 watts, 3500 PSI (241 bar) in, 80 PSI (5.5 bar) out.

Flow Chart

See back side for Part Number Selector.
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WARNING! Do not attempt to select, install, use or maintain this product until you have read and fully understood the TESCOM 
Safety, Installation & Operation Precautions.

©Tescom corporation, 2011; All Rights Reserved.
Tescom is a business unit of emerson Process management Regulator Technologies, Inc.
Trademarks are property of divisions of emerson Process management.

d44582012x012   Rev. 2/11

The contents of this publication are presented for informational purposes only, and while every effort has been made to ensure their accuracy, they are not to be construed 
as warranties or guarantees, expressed or implied, regarding the products or services described herein or their use or applicability. We reserve the right to modify or improve 
the designs or specifications of such product at any time without notice.

Contact TESCOM:

STEAM MODEL
Part Number Selector
example part number:

44-58 6 1 -     2 4 1     S

BASIC
SERIES

MATERIAL
OuTLET 

PRESSuRE  
RANGE

INLET & 
OuTLET 

PORT TyPE

INLET & 
OuTLET 

PORT SIzE
INLET  

PRESSuREBODy DIAPhRAGM SPRING
REMAINING 

PARTS

44-58 5 – Hastelloy®

6 – 316 ssT

9 – monel

Hastelloy®

elgiloy®

elgiloy®

elgiloy®

elgiloy®

elgiloy®

Hastelloy®

316 ssT

monel

0 –  0-25 psig
 0-1.7 bar 
 0-172 kPa

1 –  0-50 psig
 0-3.4 bar 
 0-344 kPa

2 –  0-100 psig
 0-6.9 bar 
 0-688 kPa

3 –  0-250 psig
 0-17.2 bar 
 0-1720 kPa

4 –  0-500 psig
 0-34.4 bar 
 0-3440 kPa

2 – NPT 4 – 1/4" 1 –  6000 psig
 414 bar
 41368 kPa

Repair Kits, Accessories & Modifications may be available for this product. Please contact Tescom for more information.

ELECTRIC MODEL
Part Number Selector
example part number:

44-58 6 1 D 2 4 1 E      

BASIC
SERIES

MATERIAL

OuTLET 
PRESSuRE  

RANGE

hEATER WATTS
INLET & 
OuTLET 

PORT TyPE

INLET & 
OuTLET 

PORT SIzE
INLET  

PRESSuRE VOLTAGEBODy DIAPhRAGM SPRING
REMAINING 

PARTS
90-125VAC  

(AMPS)
190-230VAC 

(AMPS)

44-58 5 – Hastelloy®

6 – 316 ssT

9 – monel

Hastelloy®

elgiloy®

elgiloy®

elgiloy®

elgiloy®

elgiloy®

Hastelloy®

316 ssT

monel

0 –  0-25 psig
 0-1.7 bar 
 0-172 kPa

1 –  0-50 psig
 0-3.4 bar 
 0-344 kPa

2 –  0-100 psig
 0-6.9 bar 
 0-688 kPa

3 –  0-250 psig
 0-17.2 bar 
 0-1720 kPa

4 –  0-500 psig
 0-34.4 bar 
 0-3440 kPa

A – 12.5 (.10)

B –  25 (.21)

C –  50 (.42)

D – 100 (.83)

E –  200 (1.67)

50 (.21)

100 (.42)

200 (.83)

400 (1.67)

2 – NPT 4 – 1/4" 1 – 6000 psig
 414 bar 
 41368 kPa

E   –  115 VAc

E1 –  230 VAc

STEAM

- 001
LCD DISPLAy

uSA
T  +1 800 447 1250
 +1 763 241 3238
F  +1 763 241 3224
na.tescom@emerson.com
www.tescom.com

Germany
T  +49 (0) 3 88 23/31-287
F  +49 (0) 3 88 23/31-140

eu.tescom@emerson.com
www.tescom-europe.com

uK & Ireland
T  +44 1698 424 254
F  +44 1698 459 299

uk.tescom@emerson.com
www.tescom.com

China
T  +86 21 2892 9499
F  +86 21 2892 9001

apc.tescom@emerson.com
www.tescom.com

united Arab Emirates
T  +971 4 811 8443
F  +971 4 886 5465

mea.tescom@emerson.com
www.tescom.com

Americas Europe Asia Pacific Middle East & Africa


